
Recommendations for consideration:Recommendations for consideration:
�„�„ Work with the Ministry of Transportation, the Gateway Work with the Ministry of Transportation, the Gateway 

Program and Translink to secure funding for the dedication and  Program and Translink to secure funding for the dedication and  
construction of the North Lougheed Connector construction of the North Lougheed Connector 

�„�„ Proceed with an application to the Agricultural Land Proceed with an application to the Agricultural Land 
Commission for a Transportation Corridor in the Agricultural Commission for a Transportation Corridor in the Agricultural 
Land ReserveLand Reserve

�„�„ Include the North Lougheed Connector in the CityInclude the North Lougheed Connector in the City’’s Major s Major 
Road Network PlanRoad Network Plan

�„�„ Include the portion of the North Lougheed Connector west of Include the portion of the North Lougheed Connector west of 
Harris Road into the CityHarris Road into the City’’s Development Cost Charge Bylaw s Development Cost Charge Bylaw 

North Lougheed ConnectorNorth Lougheed Connector



1

Agricultural Land Reserve Agricultural Land Reserve 
Exclusion ApplicationExclusion Application

20001 Lougheed Highway20001 Lougheed Highway
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UrbanUrban

January 2007 Ministry of Environment adopted the updated January 2007 Ministry of Environment adopted the updated 
design profile for the Fraser River as the provincial standard design profile for the Fraser River as the provincial standard 
for dike elevationfor dike elevation

March 7, 2007 Ministry wrote Lower Mainland Land Use March 7, 2007 Ministry wrote Lower Mainland Land Use 
Managers and Approving Officers encouraging them to Managers and Approving Officers encouraging them to 
update flood construction levels to be consistent with the update flood construction levels to be consistent with the 
2006 model results2006 model results

from 5.33 to 6.00 metres from 5.33 to 6.00 metres 

To be applied to industrial and instructional buildingsTo be applied to industrial and instructional buildings

Flood Construction LevelsFlood Construction Levels

RuralRural

from 1.83 to 2.45 metres to underside of crawl from 1.83 to 2.45 metres to underside of crawl 
space or basementspace or basement

0.5 metres above the 1:100 year flood elevation for 0.5 metres above the 1:100 year flood elevation for 
the Katzie Sloughthe Katzie Slough

Would not prevent flooding from a breach or Would not prevent flooding from a breach or 
overtopping of any of the three riversovertopping of any of the three rivers

Requirement for indemnification covenantRequirement for indemnification covenant

Flood Construction LevelsFlood Construction Levels
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RuralRural

ExemptionsExemptions-- low occupancy buildings, garages, low occupancy buildings, garages, 
carports, minor renovations ( up to 50%), accessory carports, minor renovations ( up to 50%), accessory 
buildingsbuildings

Geotechnical issuesGeotechnical issues

Placement of preload to consolidate soils required of Placement of preload to consolidate soils required of 
nearly all rural construction currently for 9 to 12 nearly all rural construction currently for 9 to 12 mthsmths

Differential settlement concerns reviewed by Trow Differential settlement concerns reviewed by Trow 
Associates and Horizon EngineeringAssociates and Horizon Engineering

Preparation of Geotechnical GuidelinesPreparation of Geotechnical Guidelines

Flood Construction LevelsFlood Construction Levels
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Trow Geotechnical OpinionTrow Geotechnical Opinion

added load of the permanent fill will cause additional added load of the permanent fill will cause additional 
ground surface settlement that will need to be taken ground surface settlement that will need to be taken 
into consideration in the preload design. into consideration in the preload design. 
that if a site is properly preloaded differential that if a site is properly preloaded differential 
settlement between a site with slabs at 2.45 metres settlement between a site with slabs at 2.45 metres 
geodetic and a site where the slab is permitted below geodetic and a site where the slab is permitted below 
2.45 metres is not expected to be significantly 2.45 metres is not expected to be significantly 
different (See Attachment different (See Attachment ““AA””). ). 

Flood Construction LevelsFlood Construction Levels

Geotechnical GuidelinesGeotechnical Guidelines

When reviews requiredWhen reviews required
Level of safety Level of safety 

2.0% probability of failure 2.0% probability of failure -- buildingbuilding
0.5% probability of failure 0.5% probability of failure –– development/subdivisiondevelopment/subdivision

Minimum report requirements Minimum report requirements 
Professional assuranceProfessional assurance
Confirmation of free and complete assess to propertyConfirmation of free and complete assess to property
Professional liability insurance of $2MProfessional liability insurance of $2M
Bonding for mitigation workBonding for mitigation work
Third party peer review possibleThird party peer review possible

Flood Construction LevelsFlood Construction Levels
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AACAAC

Felt that construction at current level hasnFelt that construction at current level hasn’’t resulted t resulted 
in any problems and therefore no real need to raise in any problems and therefore no real need to raise 
construction levelsconstruction levels

Rural FCL Alternatives Rural FCL Alternatives 

Crawlspace and basement slabs at 1.83 m geodeticCrawlspace and basement slabs at 1.83 m geodetic

HabitatableHabitatable space at 1.83 m geodetic with slabs and space at 1.83 m geodetic with slabs and 
crawlspaces allowed to project below 1.83 m. with crawlspaces allowed to project below 1.83 m. with 
mechanical and electrical systems required to be mechanical and electrical systems required to be 
places above 1.83 m.places above 1.83 m.

Flood Construction LevelsFlood Construction Levels

ConsultationConsultation

Recommend be held at regularly scheduled Council Recommend be held at regularly scheduled Council 
meeting of September 18meeting of September 18thth, 2007, 2007

Intent to adopt bylaw to be advertised in local paper Intent to adopt bylaw to be advertised in local paper 
and comments solicited in similar manner as and comments solicited in similar manner as 
DP/DP/DVPDVP’’ss

Flood Construction LevelsFlood Construction Levels

Minutes of the Council in Committee Meeting - August 21, 2007 288



Rezoning Application Rezoning Application 
18315 Ford Road18315 Ford Road

Pitt Meadows Meats Ltd.Pitt Meadows Meats Ltd.

Land Use Amendment BylawLand Use Amendment Bylaw
No. 2337, 2007No. 2337, 2007
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